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Security Doors
Turnkey Security Door Solutions

· Completely Pre-Assembled

· Galvanized Steel Construction

· Welded Joints Throughout

· Metal or Glass Doors

· Standard & Custom Sizes

· Choice of Exit Hardware

· Optional Keyless Entry

LockNet Security Doors are pre-assembled in a controlled environment 
by skilled craftsmen.  They arrive at your location ready for installation -
- installation that requires little or no on-site assembly -- saving you hours 
of on-site labor.  These doors are extra heavy duty, constructed of galva-
nized 14-gauge steel for the frame and galvanized 16-gauge steel for the 
door itself.

Door Options
When you are choosing a security door from LockNet, you may select 
either our heavy duty, hollow metal security doors or an aluminum frame 
glass door.  LockNet also offers a variety of exit hardware options.  You 
can select our standard rugged and secure exit hardware package, or 
you may upgrade to any of several systems with or without the following 
features:  alarms, high security mechanisms and electronic access con-
trol using either a keypad or a hand-held wireless remote.

Security Products & Services...
That Never Sleep

ADA Compliant

With the recent passage of the 
Americans with Disabilities Act, 
exit devices are becoming an 
essential and integral part of 
meeting ADA requirements.  
LockNet’s ADA compliant 
exit/entry devices offer excel-
lent asset and life protection at 
competitive prices.



ANSI Grade 1 
door closer en-
sures  relocking 
of door.

Impact resistant ½” 
lexan security viewing 
window with optional 
inside ß ap.

Choice of various exit 
hardware (alarmed and 
non-alarmed) including 
Arrow, Adams Rite, Sur-
Lock (shown here), Arm-
A-Door and Trident.

Full length steel astragal 
along door edge prevents 
prying.

24” high stainless 
steel kick plate pro-
tects against internal 
abuse.

Adjustable wrap-around door 
bottom and sweep seals against 
varmint entry and weather ele-
ments.

Pre-Þ tted sturdy 
threshold.

UL rated continuous 
hinge prevents sag-
ging and pin removal.

Heavy duty 16-gauge 
galvanized steel 
exterior, with polysty-
rene foam core door 
for weather protection 
and integrity.

Door frame con-
structed from welded 
14-gauge, galva-
nized steel for added 
strength – Þ nished in 
desert tan.

LockNet Security Door Applications

• Rear Delivery Entrances
• Fire Safety Exits
• Secure Storage Rooms

• Controlled Building Fronts
• New Construction
• Renovation Projects

Drip cap diverts 
rain to minimize 
water damage.



Frames
• 14-gauge galvanized steel pre-welded frame
• Finished in desert tan

Doors
• 16-gauge galvanized steel
• Fully foam insulated
• Steel reinforcing plate installed behind surface-

mounted hardware (hinge, door closer, strike 
plate)

• Finished in desert tan
Hinge

• Full mortise heavy duty continuous geared hinge
• UL listed
• Rated for 1,500,000 cycles
• 25 FHCU screws in each leaf

Door closer
• Heavy duty ANSI Grade 1 door closer with dead 

stop arm
Security Window

• ½” Lexan window with a 6” x 6” viewable space
• 16-gauge steel trim through-bolted and recessed 

on the inside of the door to prevent forced remov-
al –  no outside bolts

• Optional security ß ap (no additional charge)
Armor Kick Plate

• 24” high x 2” less than width of door
• 16-gauge stainless steel

Threshold
• ½” high x 5” wide
• Notched and cut to length

Door bottom
• Wrap around door bottom with built-in vinyl sweep
• Adjustable – up or down

Drip Cap / Rain Shield
• Attached to outside frame of door to keep rain 

from entering door jamb
• Anodized aluminum

Astragal
• Full length steel astragal installed on outside 

edge of door to prevent prying of the door
Labels

• Authorized service/warranty phone number 
sticker

• Red Emergency Exit sticker
• Door closer label giving instructions on how to 

properly adjust door closer
Installation kit

• Doors/frames are shipped with 2 tubes of caulk, 
shims, weatherstripping and hardware to secure 
the frame to the opening

• All hardware is installed at the factory –  door 
shipped completely pre-assembled and ready for 
installation

Shipping
• Doors/frames are shipped on a wooden pallet 

inside of a 1¼” thick corrugated cardboard box
• Box is Þ lled with foam pillows
• ¼” steel plate is welded between jamb legs to act 

as a spreader bar to avoid damage should the 
door be dropped during shipping

A wide variety of exit devices 
are available to meet your 
speciÞ c needs, and are 
available for both LockNet’s 
standard doors and our glass 
doors.  Whether or not you need 
keyless entry helps determine 
which exit device is best suited 
to your application.  These 
exit devices are durable and 
selected to provide you the 
best in long life and outstanding 
performance.

Various Exit Devices

Speci“ cations
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ARROW 430

TRIDENT TEL-105

ARM-A-DOR 101

ADAMS RITE

*SUR-LOCK 2000L

SUR-LOCK 2000EE

* Alarm Optional

Exit Device Selection Guide
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LockNet is a leading single source provider of doors, door hardware, locking sys-
tems, keying systems, safe systems and other related security and locksmithing 
services.  LockNet can provide a customized program to Þ t your needs by offering 
a single point of contact for New Construction, Facilities Maintenance and Loss 
Prevention.  Throughout the US and Canada, LockNet’s network of service and 
installation professionals assures you of high quality services and timely response. 
Our web-based information management system provides the current status of each 
of your projects and service requests.  All of this, combined with our 24/7 toll free 
technical support and service request hotline, makes LockNet your solution provider 
of choice.  Call LockNet today.

Options
Keyless Entry Systems

Glass Doors

Keyless entry systems are 
available to add convenience 
and security to your access 
needs.  Extraordinarily durable, 
these systems are equipped 
with stainless steel keypads to 
withstand the harshest of envi-
ronments.  They are also very 
simple to operate and codes 
can be re-programmed easily to 

accomodate changing personnel needs.

LockNet security doors are 
available in full-pane glass door 
conÞ gurations for storefront 
applications.  These aluminum 
doors offer oustanding durability 
with the visibility of a full glass 
pane.

Before installation, LockNet staff members will take 
the necessary measurements and build the door to 
your exact speciÞ cations, including your chosen exit 
hardware.  Rough and Þ nished measurements are 
critical to a good door Þ t, so we go to great lengths to 
ensure thatwe provide the right product for your ap-
plication.  When the door arrives, the installer simply 
bolts the LockNet security door into place, and in-
stalls supporting components (threshold, sweep, drip 
cap, etc.) and any desired options (keyless controller, 
keypad, etc.).

Wireless Remote Entry Systems
Wireless remote entry systems 
are also available with LockNet 
security doors.  These permit 
your staff members to easily 
unlock the door from several 
feet away.  This level of conve-
nience discourages employees 
from propping doors open 
while allowing them quick and easy access.

Security Products & Services...
That Never Sleep
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Warranty
LockNet Security Doors come with a 14-month parts & labor warranty.  Additional warranties include a lifetime parts warranty 
on the hinge, a 25-year parts warranty on the door closer and a 5-year parts warranty on Sur-Lock exit devices.

LockNet and the LockNet logo are registered trademarks of LockNet, LLC.
Sur-Lock is a trademark of LockNet, LLC.

Descriptions and speciÞ cations subject to change without notice.

Installation at Your Site


